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Connection example for MCS mode

Regarding the power supply of a switching hub
The power consumption of the PoE of this control panel is 7 W. 
Use a hub capable of supplying enough power for all 
connectnnfb
Overview



Supported devices
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4 AUTO SETUP block
These buttons are for automatically adjusting the camera.

a AUTO SETUP buttons and START/BREAK button
Names and Functions of Parts
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3 Filter control block

a ND filter selection buttons
These buttons are lit when the RCP has the filter servo control 
permission. When they are not lit, the camera side has the 
control permission. Pressing either the top or bottom button 
Names and Functions of Parts 15
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 Names and Functions of Parts
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 Names and Functions of Parts
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Setting the LAN Connection

When connecting using a LAN cable, set the LAN I/F as 
follows:

1

Installation
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Settings

For details on menu operations, see page 52.

Setting the User Interface
Settings







To change the sensitivity of the adjustment 
knobs
You can change the sensitivity of the WHITE, BLACK/FLARE, 
DETAIL, assignable, IRIS, and MASTER BLACK adjustment 
Settings 37
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4 Press [Mode].
The Mode screen appears.

5 Press [Screen Saver].
Settings
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When [Page Permission] is pressed:

The following settings can be configured.
Settings



RCP-1530

The numeric keypad appears.

2 Use the numeric keypad to enter “0359,” and then 
press [OK].
The Engineer Protection screen appears.

3 Press [Code Enable] to light the button.
Security code protection is enabled.
If you press [Code Delete]
Settings 41





6 Set the PIX/WF operations
The following settings can be configured.

PIX/WF Synchro
Turn ON/OFF linking of output from the PIX2 OUTPUT 
Settings 43
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Settings
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Settings 45
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5 Press [Menu Customize].
The Menu Customize screen appears.

This screen contains two lists, one at the top and the other 
at the bottom. The top list displays the custom paint menu 
items. The bottom list displays the paint menu items that 
can be added to the custom paint menu. You can edit the 
custom paint menu by selecting paint menu items in the 
Settings



4 Press [Customize].
The RCP Customize screen appears.

RCP-1500/1501

RCP-1530

5 Press [Custom Menu SW].
The Custom Menu SW screen appears.
Settings 47
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• Matrix
Settings



8 Press 
Settings 49





1 Press the MENU button.
Menus 51
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Menu Tree
Menus



Menus
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Skin DTL Allows adjustment of the contour correction level of the set color area. For 
example, allows you to make the faces of people appear shiny.
Menus



Skin DTL 3 Sets the third channel of Skin DTL.
Menus 59





Auto Knee Automatically adjusts the knee factor in accordance with the captured 
image signal.

ON Enables the auto knee function. The settings configured for Knee Point/
Menus 61
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H SAW Corrects spots in the left and right directions of the R channel in 
Menus







CCU
Menus 69
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Interpolation Selects the filter for the down converter. Each of the frequency 
characteristics differ.

H Selects the filter for the horizontal direction.

V Selects the filter for the vertical direction.

Cross Color Reduction Reduces the cross color of VBS output.

ON Disables the Cross Color Reduction function.

Coring Sets cross color elimination to not work for detail signals.

CC Reduction This is the level for cross color elimination.

Aspect Sets the aspect for the down converter.

SD Aspect Ratio 16:9 Squeeze:
Menus 71
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Config Menu

Screen display example (when “Mode” is selected after selecting “Camera” (Camera Config) in the Config menu)

a

Menus



V Detail Creation Mode Select the generation method for V Detail.

RGB Nam Uses the V Detail generated from each of the R, G, and B 
channels that has the largest amplitude. This increases 
Menus 73
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RCP menu items

3D System Sets the 3D System using the HDFA-200.

3D Mode 3D Mode Turns ON/OFF the 3D Mode.
Menus
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To change RCP assignments
Selecting [RCP Assignment] in the Config menu allows you 
to change RCP assignments.
Menus 79
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 About “Memory Stick Duo”







The material contained in this manual consists of information 
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